
Armor-Seal SDS                   SAFETY DATA SHEET
                                    SECTION 1    IDENTIFICATION
  SUPPLIER’S NAME AND IDENITY                                 PRODUCT INFORMATION                                             
  Aegis Sealants                                                     Product Name:   Armor-Seal
  4893 Klatte Rd                                                    Issue Date:         7/30/2025                                                                                                                                                                                                                                                                                
  Cincinnati, Ohio 45244                                      Description:       Clear to Slightly Opaque Liquid Sealant                                                                                                                          
_____________________________________________________________________________________________
EMERGENCY PHONE NO. 513-315-7150            PRODUCT INFO (BUSINESS HOURS) 513-932-3396

_____________________________________________________________________________________________
                                      SECTION 2.  HAZARDS IDENTIFICATION
_____________________________________________________________________________  
GHS – US Classification

   Flammable liquids Category 4   H227 Combustible liquid                                                        
   Aspiration hazard Category:      H304 May be fatal if swallowed and enters airways.
GHS Hazard Phrases:
GHS Precaution Phrases: P233: Keep container closed, P210: Keep away from heat/sparks/open flames/hot surfaces-no smoking, P280: Wear protective gloves/protective clothing/eye protection/face protection/Ground/bond container and receiving equipment..  
GHS Response Phrases: P301+ 310: IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician. P331: Do NOT induce vomiting. P370+378: In case of fire, use fog or dry chemical to extinguish.
GHS Storage and Disposal Phrases: P405: Store locked up. P501: Dispose of contents/container according to local, state, and federal regulations. P403+235: Store in cool/well-ventilated place. 
HAZARD Rating System: 
  HMIS and NAPA Ratings:    Health 1    Flammability 2     Physical 0 (HMIS=PPE X)     
  OSHA Flammability Class:   Combustible Liquid, class 4   Flash Point: 169 F
_____________________________________________________________________________________________
                                                  ACUTE AND CRONIC EFFECTS

INHALATION ACUTE EXPOSURE EFFECTS: Excessive vapor concentration may cause headache, dizziness, irritation of respiratory tract, eye irritation, stupor, depression of the central nervous system, watering of the eyes, weakness, nausea, muscle twitches, and kidney effects. Aspiration into lungs may cause pneumonia or death.
SKIN CONTACT ACUTE EXPOSURE EFFECTS: May cause irritation if not rinsed off.
EYE CONTACT ACUTE EXPOSURE EFFECTS: Liquid contact may cause irritation.

INGESTION ACUTE EXPOSURE EFFECTS: Harmful or fatal if swallowed. May cause nausea, weakness, muscle twitches gastrointestinal irritation, diarrhea, unconsciousness, or death.

CRONIC EXPOSURE EFFECTS:   None known, however; Prolonged and repeated overexposure to some solvents in some cases have been associated with neurological and other psychological damage. Prolonged and repeated skin exposure may cause skin irritation. 

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: NON-KNOWN.          
PRECAUTIONARY STATEMENTS.  Avoid Inhalation.
      PREVENTION: SKIN: Wash after handling. Do not eat or drink when using this product.  Use in a well- ventilated area.  Wear protective gloves/protective clothing, eye, and face protection. 
EYES: Rinse with plenty of water, remove contact lenses, rinse. If on SKIN, wash and rinse off.  Remove contaminated clothing. IF INHALED and you have concerns, and/or irritation persists, move to fresh air and seek medical advice/attention. If INGESTED, rinse mouth, do not induce vomiting, call a Poison Center or doctor/physician. Keep away from heat/sparks/open flames/hot surfaces-no smoking.
IN CASE OF FIRE: Use CO2, dry chemicals, or foam for extinction. Do not use water                           
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___________________________________________________________________________
             SECTION 3. COMPOSITION/INFORMATION
___________________________________________________________________________
   CAS Number         Hazardous Components              Concentration                   RTECS#              
      64742-47-8        Hydrotreated light distillate                    90%                        OA5504000    

Contains less than 1 % mix of Sandle wood oil, Caraway oil. Contains less than 1% homogenized silica compound.
Contains 8 % propitiatory ingredients.
 __________________________________________________________________________________________
                               SECTION 4.  FIRST AID MEASURES
___________________________________________________________________________
  Eyes: Immediately flush eyes with plenty of water for at least 15 minutes.  Get immediate medical attention.

   Skin: Wash with soap and water.  Get medical attention if irritation develops or persists.                                                                                                        
                   Wash clothing separately before reusing. Discard shoes if contaminated.
   Ingestion: DO NOT induce vomiting.  If vomiting does occur, have the victim lean forward to prevent aspiration.

               Rinse your mouth with water.  Provide nothing by mouth to an unconscious victim. Contact a Physician.
   Inhalation: Move victim to fresh air.  If symptoms persist, contact a Physician.
   Keep victims under observation.  Remove any contaminated clothing. Contact Physician if symptoms persist.                                                                                                                                                                                                                                                                                                             
____________________________________________________________________________________________    
                                        SECTION 5.  FIRE FIGHTING MEASURES
 _____________________________________________________________________________
NFPA Class IIIA combustible liquid      Flash Point: 169 degrees F.   
Suitable Extinguishing Media: Use Foam, Carbon Dioxide, dry chemical. Use fire fighting 
                                              methods appropriate for surrounding materials.
  Unusual Fire and Explosion Hazards: The contents support combustion.
  Unsuitable Extinguishing Media:    Do not use water on fire.
   Protective Equipment: During fire, use self-contained breathing apparatus and full protective clothing.
______________________________________________________________________________
                            SECTION 6.  ACCIDENTIAL RELEASE MEASURES
______________________________________________________________________________                    Clean-Up: Do not handle damaged containers without protective equipment.  Keep unnecessary personnel away.  Ensure adequate ventilation.  Flush small spills, rinse with water to sanitary sewer.  For large spills, Dike the material where possible with vermiculite or dry sand, or sawdust, and place in containers.  Prevent large-volume contamination of waterways and sewers.  For disposal, obey all federal, state, regional and local laws.                     _____________________________________________________________________________________________
                                          SECTION 7.  HANDLING AND STORAGE

    Storage:   Store in the original container at temperature below 80 degrees F. in a secure area.                     
     Handling:     Excessive spills may cause floors to be slippery.  Use good ventilation. In poorly ventilated and confined spaces, use a fresh air supplying respirator or a self-contained breathing apparatus.
No smoking in areas of use.  Eyewashes and safety showers in the workplace are recommended.  
_____________________________________________________________________________________________
                       SECTION 8. EXPOSURE CONTROLS/ PERSONAL PROTECTION

   CAS: 64742-47-8      Hazardous Components: hydrotreated light distillate         ACGGIH TWA: 200 mg/m3
  Occupational Exposure Limits:      Recommend good general ventilation.
   Biological limit values:                    No information.                                                              
   Personal Protective Equipment:   Goggles, chemical resistant gloves.

   Eye/Face Equipment:                    Wear goggles or face shield.
   Engineering Controls:                   Have plenty of water available to wash away eye and/or skin exposure.
   Skin, Hand Protection:                  Chemical resistant gloves.
   Respiratory Protection:                 Good general ventilation.
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                               SECTION 9. PHYSICAL AND CHEMICAL PROPERTIES

Physical State:            Liquid, colorless to opaque.                     Melting Point:              N/A(not Available)
Odor:                          Characteristic Solvent                               Boiling Point:              318-354F F
Odor Threshold:        N/A (Not Available)                                 LEL:                              N/A
Solubility:                   Slightly soluble in water.                           UEL:                             N/A
Partition Coefficient: N/A                                                           Evaporation Rate:       N/A
VOC (less exempt):     780.oooG/L                                             Flammability:              Combustible
Viscosity:                     N/A                                                           Decomposition Temp: N/A
Specific Gravity:         0.78                                                          Auto Ignition Temp:    N/A
Density lbs/gal:            6.4-6.5                                                     Vapor Pressure:           N/A
Flash Point:                 169 F                                                        Vapor Density:             N/A      
PH:                               N/A                                                                                                                                             
_____________________________________________________________________________
                                SECTION 10.  STABILITY AND REACTIVITY                             
 Stability:     Stable under ordinary conditions of use and storage.                                                                                                                                                   

 Hazardous Polymerization: Will not occur.  Avoid strong oxidizing agents.
 Hazardous Decomposition Products: Non known under normal storage and use conditions..
 Incompatible Materials to Avoid: Water, Strong Alkaline Materials, Strong Acids and Oxidizing Agents.                                                                                                                                                    
_____________________________________________________________________________________________                                                                 
                                 SECTION 11. TOXICOLOGICAL INFORMATION                                                                    
Acute Toxicity: Not classified.

 Likely Routes of Exposure: Ingestion: Can be harmful or fatal if swallowed.  Inhalation: Can cause irritation.

 Skin Contact: Can cause irritation to sensitive skin.  Eye Contact: Can cause irritation to sensitive eyes.

Possible Symptoms of Exposure: Prolonged or excessive exposure may result in coughing or irritation.
 Acute Toxicity: Can be harmful or fatal if swallowed.                                                                                                                                                         
Not considered a respiratory sensitizer. Not considered a skin sensitizer.

Carcinogenicity: None Known
Reproductive toxicity: None Known
Specific target organ toxicity, single or repeated exposure:  None Known
Aspiration hazard: Avoid over inhalation. 
 _____________________________________________________________________________                         
                              SECTION 12. ECOLOGICAL INFORMATION                        
No known specific ecological information.  Avoid exposure to consumable water sources. 
                            SECTION 13. DISPOSAL CONSIDERATIONS
Disposal Instructions: Collect and dispose of in sealed containers at licensed waste disposal site in accordance with local/regional/national/international regulations.
Hazardous Waste Code: The waste code should be assigned in discussion between the user, the producer, and the waste disposal company.  Empty containers or liners may retain some product residues-dispose of in safe manner-
follow label warnings even after container is empty. (See Disposal Instructions).
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LAND TRANSPORT: DOT Proper Shipping Name: Paint Related, Material Not Regulated.
 DOT :  Land Transport: Not regulated in container.

MARINE (IMDG/IMO) Ship Name: Paint  m  00, Related. EMS: F-E, S-E.

   Packing Group: III.  Hazard Class: IMDG MFAG: Number I. IMDG EMS Page: I .

_____________________________________________________________________________

AIR TRANSPORT(ICAO/IATA):   ICAO/IATA Shipping Name: Paint Related Material.
         Packaging Instructions: See IATA Dangerous Goods Regulations

            UN Number: 1263.    Packing Group III
                  Hazard Class: Additional Transport Information: The shipper may apply one of the following exceptions: Combustible Liquid, Consumer Commodity, Limited Quantity, Does Not Sustain Combustion, or others, as allowed under 49CFR Hazmat Regulations. Please consult 49CFR Subchapter C to ensure that subsequent shipments comply with these exceptions.__________________________________________________________________                          
                                 SECTION 15.  REGULATORY INFORMATION
  EPA SARA (Superfund Amendments and Regulations Act of 1986) Lists
          CAS #                     Hazardous Components     OSHA: HCS 1994 Combustible Liquid
         64742-47-8      Hydrotreated light distillate (petroleum)

     SARA 302:  Not listed as extremely hazardous substance.      
      SARA 304:  Not listed as emergency release notification substance.

      SARA 311/312: Immediate Hazard-No.  Fire Hazard-Combustible
                                 Pressure Hazard-No.     Reactive Hazard-No.
      SARA 313 (TRI Reporting):  Not listed.                                                                           
                                                   SECTION 16. OTHER INFORMATION

 Issue Date:          7/30/2025
   Revision Date:    7/30/2025
   HMIS Rating:      Health: 1    Flammability: 2    Reactivity: 0
  NFPA  Rating:      Health: 1    Flammability: 2    Instability: 0
______________________________________________________________________________

                                                                                                                                                                                    DISCLAIMER:     The information contained herein is believed to be accurate and is offered in good faith.                                  This information relates only to the specific material designated and may not be valid for such material used in combination with any other materials in any process. Mixing this product with any other materials may change the characteristics such as flash point, flammability, or health effects. No warranty is given, expressed, or implied for use of this product.
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